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CITY    OF    BOSTON. 


Office  of  the  Inspector  of  Buildings, 
City  Hall,  January  1,  1875. 

To  the  Honorable  the  City  Council  of  the  City  of  Boston :  — 

Gentlemen,  —  In  compliance  with  the  requirements  of  the 
statute  under  which  this  department  was  formed,  I  herewith 
submit  a  report  of  its  proceedings  for  the  year  ending  De- 
cember 31,  1874. 

PERMITS. 

All  persons  erecting  new  or  altering  old  buildings  in  any 
part  of  the  city  are  required  by  law  to  first  obtain  a  permit 
therefor  from  the  Inspector  of  Buildings. 

Number  of  Permits  Issued. 

For  buildings  of  brick,  stone,  or  iron         .  520 

"    wooden  and  frame  buildings        .          .  1,278 

"    repairs,  alterations,  and  additions        .  2,052 

Special  permits         .          .          .          .          .  23 

Steam   boilers,    engines,    ovens,    and   fur- 
naces   .......  100 

Notices  of  intention  to  put  in  heating  ap- 
paratus         ......  87 


BRICK,  STONE  AND  IRON  BUILDINGS. 

The  number  of  brick,  stone,  and  iron  buildings  for  which 
permits  have  been  issued  during  the  year  is       .         520 
Classified  as  follows  :  — ■ 
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Carriage  Kepositories  . 

2 

Churches        ...... 

4 

Drill  Shed    .         .         .         . 

1 

Dwellings      ...... 

228 

Dwellings  and  Stores  . 

45 

Dwellings  and  Stables 

2 

Dwelling  and  Boiler-house 

1 

Engine  and  Boiler-houses    . 

5 

Engine  and  Hook  and  Ladder  Houses  . 

2 

Family  Hotels  and  Tenement  Houses    . 

36 

Family  Hotel  and  Store 

1 

Freight  House 

1 

Gas  Manufacturing        . 

4 

Gate  House  to  Reservoir 

1 

Grist  and  Moulding  Mill 

1 

Hospital  Wards     . 

2 

Manufacturing      . 

6 

Mechanical    ..... 

13 

Mercantile    ..... 

95 

Public  Hall  ..... 

1 

Public  School-houses    . 

2 

Picture  Gallery    .... 

1 

Police  Station  House    . 

1 

Stables  .         .         .         .         .         . 

21 

Storage           

5 

Stores  and  Offices 

27 

Stores  and  Hall    .... 

2 

Tenement  Houses  and  Stores 

9 

Theatre          ..... 

1 

Total 

520 

Twelve  (12)  of  these  buildings  were  to  be  erected  in 
Ward  1  ;  sixteeen  (16)  in  Ward  2;  ten  (10)  in  Ward  3; 
thirty-eight  (38)   in  Ward  4;  eighty-six  (86)  in  Ward  5; 


Report  of  Inspector  of  Buildings.  5 

twenty-four  (24)  in  Ward  6;  fifteen  (15)  in  Ward  7; 
eleven  (11)  in  Ward  8  ;  forty-two  (42)  in  Ward  9  ;  twenty- 
three  (23)  in  Ward  10;  twenty-seven  (27)  in  Ward  11; 
twenty-seven  (27)  in  Ward  12;  seventeen  (17)  in  Ward 
13;  twenty-five  (25)  in  Ward  14;  one  hundred  and  three 
(103)  in  Ward  15 ;  fifteen  (15)  in  Ward  16 ;  six  (6)  in 
Ward  19;  two  (2)  in  Ward  20;  three  (3)  in  Ward  21; 
twelve  (12)  in  Ward  22.  Exhibit  A  will  give  this  state- 
ment in  tabular  form. 


<> 


City  Document. — No.  16. 


H 

M 

H 

w 

M 

s 


5 
o 

n 

■* 

rH 

CO 

CI 

rH 

U) 

IN 

(C 

eo 

rH 

rH 

-<* 

rH 

rH 

C<l 

QQ 

•«*      Ifl 

C* 

• 

H 
N 

N 

. 

© 

r-l           '           * 

T-i                * 

*        iO           ' 

H 

•<*• 

rH 

rH           ' 

6 
H 

rH 

rH 

rH           .           . 

C* 

*0 

CO       ■<* 

CO 

rH 

o>      in 

rH                        • 

. 

eo 

H 

US        <© 

rH 

rH           ' 

r-t 

H 

tO         CO 
r-t 

IN 

• 

H 

H 

rH 

i» 

d 

H 

IN        rH        N 

rH         rH 

,                     rH 

OS 

l-l         rH         rH         i-H 

rH        CO        rH 

X 

rH        r-i 

■<* 

1^ 

CO         rH 

•* 

rH 

CO 

a    : 

rH 

13 

.         , 

rH 

<# 

(N 

• 

• 

CO 

t-<      eo 

. 

n 

N 

'         rH 

r-l        r-l 

CO 

H 

'        rH 

O)        IN 

"            * 

6 

25 

H 

J 
■H 

jQ 

25 

34 

B 

1 

"i 

c 

"E 
c 

c 

0 

t 

c 

"J 

I 
c 

9 

> 

5 

I 

3 
J< 
) 

9 

\    I 

:     * 

3     i 

i  1 

■>         6 

3  S 

4  I 

a 

a 

*. 
_c 

a 

t 

c 

D        S 

'      "c 

a 

)         C 

i        5 

>        c 

-        -*■ 

i     a 

J         T, 

:      i 
:       e 

3         a 

d      : 
:       s 

5      "c 
:      I 

4   e 

•         < 

C 

B   u 

i       y 

3         « 

3        ~ 

'     [ 

S>    < 
:     .5 

3  "c 
s      I 

4  C 

3 

3          \ 

\          I 

5     & 

3        s 
3       i 

3       0 

*  1 

*  ( 

:      < 

3  s 

5   1 

4  r 

•  c 

c 

•  '. 

\ 

> 

< 

•  T 

0  ^ 

J         c 

3      -; 

3    ! 

1  |l 

3          1 

3          i 
3           ! 

0        ( 
3         i 

J      1 

3         S 
H       P 

3     « 

H             X 

5  3 

4          ° 

3     « 

3       5 

1     £ 

6  a     t 

3         03         f 

3     -2     ' 
i      o      < 
3     W     & 

B         >»      j 

3)     S     "i 

3          C3          ! 
H         PH         P 

13 

3 

3 

3 

3         « 

G 

H 

3    i 

H.& 

! 
S 

3          ' 
D         -» 
3         < 

^    1 

! 
• 

»  s 

3 

3    P 
3     . 

3 

3 

\    ' 

C         -I 

s 

5     C 

3 

S    • 

2 

5     5 

i 

3 

1.2 

i  , 

- 

5   t 

a 

3 
- 

EL 

E 

3 

4 

Repoet  of  Inspector  of  Buildings. 


«OWOrHC^rHrHi-H»Ot—   C^OlrH 

© 

US 

■ 

r-i 

r-t 

• 

'     1-1       •..-*""       "f     *:      1      CO 

. 

, 

C* 

• 

'          '        r-t           '           '           ' 

«D 

. 

•-•■•'*.   ••.jeo 

•    IH 

• 

US 

iH 

. 

us    *   w   •  *    *   * 

eo 
o 

r-l 

r-t   r-l 

•_    ri  -..••■■*     r1    '  * 

US 
CM 

r-i 

. 

IH     *     *     '    j-«     * 

r-t 

C* 

• 

eo    *    "    '   r-t    * 

M 

• 

tH 

eo 

. 

'   iH     *    "        IM 

3 

• 

. 

*   rH   r-l   rH 

»-l   *   N 

• 

'   rH    *    *     'r-t     * 

r-l 
r-t 

e*   «   • 

r-l 

I-H    IH     *         p-t 

US 
r-t 

r-l 

r-t    '    "     '    * 

«   r-t-  'iH 

t 

r-l    C*    fc-     *     '    rH 
,            r-l 

to 

00 

rS   t- 
C* 

rH     *   US   rH   r-t 

CO 

eo 

CI    rH 

i-l 

© 

r-l 

r-l   CI   03 

«   iH   r-t     *    *     " 

O 

r-l 

• 

IM 

c 
<*- 

P 

Is 

0    \ 

.s 

p 

r= 

c 
a 

Is 

a 

1 

«. 

a 

Is 

a 

a 

a 

r= 

"c 
c 

f 

a 

s 

p. 

a 

4 

.  E 
«   5 

5   e 

•-.   a 

P   e. 
+j  .i- 

.2   c 

Ah  P- 

a 

1 

a, 

Stores  and  Halls 

Tenement  Houses  and  Stores 

a 

"5 

+: 
C 
b 

8 


City  Document.  —  No.  16. 


Of  these  forty-four  (44)  were  to  be  one  story  in  height ; 
one  hundred  and  thirty-three  (133)  two  stories;  one  hun- 
dred and  forty-six  (146)  three  stories ;  one  hundred  thirty- 
four  (134)  four  stories ;  fifty-nine  (59)  five  stories;  three 
(3)  six  stories;  one  (1)  seven  stories. 

One  hundred  eighty-eight  (188)  were  to  have  Mansard 
roofs ;  three  hundred  one  (301)  were  to  have  flat  roofs ; 
twenty-seven  (27)  pitch  roofs;  and  four  (4)  hip  roofs. 
Exhibit  B  gives  this  statement  in  tabular  form. 


EXHIBIT     B. 


Ward. 

Number  of  Stories. 

Style  of  Roof. 

Total. 

1. 

2, 

3. 

4. 

4 

4 

15 

39 

5 

2 

4 

18 

18 

10 

3 

5 

5 

1 

1 
134 

5. 

6. 

7. 

Mans'd. 

Flat. 

Pitch. 

Hip. 

1 .  .  . 

7 
1 
2 

3 
7 
3 
3 
1 

6 
17 

5 

5 
55 
11 

3 

] 
1 
2 

5 

5 

1 

3 

11 

11 

8 

2 

19 

4 

10 

1 

6 

10 

34 

1 

1 

8 

4 

18 
25 

2 
2 

1 

7 

59 

1 
2 

3 

1 

8 
2 
2 

12 

21 

5 

3 

13 

4 

7 

15 

1 

15 

56 

10 

4 

2 

1 

2 

5 

3 

13 

5 

37 

69 

3 

8 

8 

27 

19 

20 

8 

15 

8 

45 

1 

4 

1 

7 

1 

2 
1 
4 

1 
1 
1 

12 

2.  .  . 

3.  .  . 

4.  .  . 

5.  .   . 

6  . 

2 
3 
1 

5 
1 
2 

2 
1 

6 
1 
5 
6 
3 
3 

1 

16 
10 

38 
86 
24 

7  .   .   . 

8  . 

2 

* 
15 

11 

9.   .   . 
10  . 

2 

42 
23 

11 . 

27 

12.  .   . 

13.  .   . 

14.  .   . 

15.  .   . 

16.  .   . 

17.  .   . 

20.   .   . 
21      .   . 

4 
1 
1 
2 
4 
2 

1 

27 

17 

25 

103 

15 

6 

6 

1 

2 
3 

22.   .   . 

2 
44 

12 

Total   . 

133 

146 

1 

188 

301 

27 

4 

520 
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WOOD  AND  FRAME  BUILDINGS. 

The  number  of  wood  and  frame  buildings  for  which  per- 
mits to  erect  have  been  issued  is  .         .         .      1,301 
Classified  as  follows  :  — 


Bakery  and  Store 

•         •         • 

1 

Billiard  Hall 

•         •         • 

1 

Boat  Houses  . 

•         •         • 

1 

Boiler  House  and  Greenhouse    . 

1 

Carriage  House  and  Wagon  Sheds 

14 

Churches  and  Chapels  . 

•         •         » 

4 

Coal  and  Lumber  Sheds 

•         •         • 

11 

Dwellings      . 

•         •         • 

891 

Dwellings  and  Hall     . 

•         •         • 

1 

Dwellings  and  Storage 

•         •         • 

1 

Dwellings  and  Stores  . 

•         •         • 

72 

Foundries               . 

•         •         • 

2 

Greenhouses  . 

•         •         « 

1 

Hall  and  Stores  . 

•         •         « 

1 

Hall  and  Wagon  Shed 

m                         •                         * 

1 

Ice  Houses    . 

•                          • 

3 

Laundry 

•                          • 

1 

Manufacturing 

•                          •                          < 

13 

Mechanical    . 

•                          • 

40 

Offices 

•                          • 

3 

Offices,  Storage  and  Stable 

1 

Planing  and  Saw  Mills 

•                          • 

2 

Private  School-house  and 

Gymnasium 

1 

Public  School-house 

•                  • 

1 

Kailroad  Stations  and  Freight  Houses 

5 

Kestaurants  . 

•                 • 

3 

Slaughter  House  and  Stable 

2 

Special  Permits     . 

•                 • 

23 

Stables 

•                  • 

142 

Stable  and  Workshop  . 

2 

•                 • 

2 

10         City  Document. — No.  16. 

Stores 18 

Stores  and  Offices       ....  4 

Storage 34 


Total         .         .         ...         .         .      1,301 

One  hundred  sixty-eight  (168)  of  these  buildings  were  to 
be  erected  in  Ward  1 ;  two  (2)  in  Ward  2  ;  five  (5)  in  Ward 
3  ;  one  (1)  in  Ward  4 ;  six  (6)  in  Ward  5  ;  two  (2)  in  Ward 
6 ;  thirty-four  (34)  in  Ward  7  ;  two  (2)  in  Ward  10 ;  live 
(5)  in  Ward  11 ;  one  hundred  forty-six  (146)  in  Ward  12 ; 
fifty-two  (52)  in  Ward  13 ;  one  hundred  twenty-two  (122) 
in  Ward  14;  one  hundred  thirty-one  (131)  in  Ward  15; 
two  hundred  fifty-four  (254)  in  Ward  16 ;  one  hundred 
eighty-six  (186)  in  Ward  17 ;  ninety-one  (91)  in  Ward  19 ; 
twenty-three  (23)  in  Ward  20;  thirty-five  (35)  in  Ward 
21;  thirty-six  (36)  in  Ward  22.  Exhihit  C  gives  this 
statement  in  tabular  form. 
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Of  these  buildings  three  hundred  nineteen  (319)  were  to 
be  one  story  in  height;  seven  hundred  sixty-seven  (767) 
two  stories;  two  hundred  nine  (209)  three  stories;  and  six 
(6)  four  stories. 

Three  hundred  forty-eight  (348)  were  to  have  Mansard 
roofs ;  four  hundred  twenty  (420)  flat  roofs;  four  hundred 
eighty-six  (486)  pitch  roofs ;  forty-five  (45)  hip  roofs ;  and 
two  (2)  of  other  styles.  Exhibit  D  gives  this  statement 
in  tabular  form. 

EXHIBIT    D. 


Ward. 


1 

2 

3 

4 

5 

6 . 

7 

10  .   . 

11 

12 

13 

14 

15 

16 

17 

19 

20 

21 

22 

Total  .  .  .  . 


Number  of  Stories. 

Styles  of  Roof. 

1, 

3. 

3. 

4. 

Mans'd. 

Flat. 

Pitch. 

Hip. 

Other 

styles 

34 

2 

4 

1 

2 

1 

14 

2 

2 

27 

21 

18 

19 

61 

52 

46 

2 

4 

7 

87 

46 

1 

47 

77 
2 
5 
1 
6 

25 
2 
5 

77 
22 
24 
34 
41 
14 
7 

22 
31 
25 

42 

2 

.  .  . 

1 

4 
1 
6 

1 

7 

1 
2 

14 

.  .  . 

2 

91 

24 

91 

83 

183 

129 

43 

6 

3 

13 

1 

28 

7 

13 

29 

9 

5 

2 

14 

25 

16 

1 

1 
3 

55 

13 

52 

63 

44 

31 

30 

1 

2 

2 

348 

14 
17 
37 
33 
144 
135 
50 

9 
1 
25 
6 
2 

2 

2 

9 

319 

767 

209 

6 

420 

.  486 

45 

2 

TOTAL. 


168 

2 

5 

1 

6 

2 

34 

2 

5 

146 

52 

122 

131 

254 

186 

91 

23 

35 

36 

1,301 
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SPECIAL    PERMITS. 

Under  the  provisions  of  Chapter  260,  of  the  Laws  of  1872, 
special  permits  have  been  issued  for  the  erection  of  twenty- 
three  wooden  sheds  for  storage  and  mechanical  purposes, 
situated  in  the  following  Wards  :  — 


Ward  2, 

•                                  •                                   • 

2 

"      3, 

•                                  •                                  •                                  • 

5 

"      4, 

•                                  •                                   •                                   • 

1 

«      5, 

•                                  i 

6 

"       7, 

•                                  •                                  •                                  1 

4 

"    10, 

•                                  •                                  •                                  4 

2 

«    11, 

•                                   •                                  • 

2 

"     14, 

. 

1 

Total  . 

•                                   •                                   • 

.       23 

Steam  Boilers,  Engines,  Ovens  and  Furnaces. 

The  number  of  permits  issued  during  the  year,  under  the 
provisions  of  Section  18,  Chapter  371,  Laws  of  1872,  to  set 
steam  boilers  and  engines,  and  to  build  ovens  and  furnaces, 
is  as  follows  :  — 


Steam  boilers  and  engines 

Ovens 

Furnaces    . 

Forges 

Total 


69 

15 

13 

3 


100 


Furnaces  and  Other  Heating  Apparatus. 

Section  16  of  Chapter  371,  Laws  of  1872,  requires  all 
persons  placing  furnaces  or  other  heating  apparatus  in  any 
building,  to  previously  notify  the  Inspector  of  Buildings  ;  and 
in  accordance  with  said  provisions,  notices  have  been  re- 
ceived at  this  office  as  follows  :  — 


1  1ECAPITULATI01T. 


w.„,™ 

.    .....     .    .    

,   „.  :  :  :  — 

5 

■a   |    i   |  U   i 

- 

„z».„ 

: 

":■' 

:Ji:^:!;:!:i"::i-i;j::l|):]! 

■ 

, 

: 

' j-::::j'p::::^::|J:|i!i    ! 

: 

— 

':■::::  j};:;}:;::[  )||  1 1)1  :  : 

: 

■ 
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The  number  of  notices  received  during  the  year  to   set 


furnaces  and  other  heating  apparatus,  was 


87 


REPAIRS,  ALTERATIONS  AND  ADDITIONS. 

The  number  of  buildings  for  which  permits  have  been 
issued  to  have  repairs  and  alterations  made  on  them,  and  to 
have  additions  built  to  them,  is    .  .         .  .         2,052 

Classified  as  follows  :  — 

Repairs    .......         318 

Alterations       .  .  .         .  .         .1,122 

Additions         .         .         .  .         .         612 


2,052 


The  estimated  cost  of  alterations,  repairs,  and  additions 
completed  during  the  year,  is  $1,430,500 

One  hundred  and  fifty-five  (155)  of  these  buildings  were 
located  in  Ward  1 ;  seventy-eight  (78)  in  Ward  2  ;  sixty-six 
(66)  in  Ward  3  ;  one  hundred  and  sixty-nine  (169)  in  Ward 
4 ;  one  hundred  and  thirty-seven  (137)  in  Ward  5  ;  fifty-six 
(56)  in  Ward  6  ;  one  hundred  and  seven  (107)  in  Ward  7  ; 
forty-four  (44)  in  Ward  8 ;  fifty-one  (51)  in  Ward  9  ;  fifty- 
three  (53)  in  Ward  10;  sixty-three  (63)  in  Ward  11;  one 
hundred  and  twenty-five  (125)  in  Ward  12  ;  one  hundred 
and  sixty-six  (166)  in  Ward  13;  seventy-seven  (77)  in 
Ward  14;  one  hundred  and  forty-three  (143)  in  Ward  15  ; 
one  hundred  and  forty-nine  (149)  in  Ward  16  ;  one  hundred 
and  six  (106)  in  Ward  17  ;  one  hundred  and  one  (101)  in 
Ward  19;  seventy-five  (75)  in  Ward  20;  seventy-four  (74) 
in  Ward  21 ;  and  fifty-seven  (57)  in  Ward  22. 

EXHIBIT     E. 


WARDS. 

m 

1 

2 

3 

4 

5 

6 

7 

8 

9 

io 

11 

12 

13 

14 

15 

16 

17 

19 

30 

21 

22 

O 
EH 

Repairs  .   , 

25 

23 

18 

33 

28 

9 

21 

15 

15 

6 

5 

9 

19 

10 

13 

23 

6 

8 

9 

10 

13 

318 

Alterations 

89 

42 

35 

117 

95 

35 

57 

23 

24 

29 

35 

57 

116 

33 

78 

53 

42 

48 

49 

42 

23 

1122 

Additions  . 

41 

13 

13 

19 

14 

12 

29 

6 

12 

18 

23 

59 

31 

31 

52 

73 

58 

45 

17 

22 

21 

612 

Totals  .   . 

155 

78 

66 

169 

137 

56 

107 

44 

51 

53 

63 

125 

166 

77 

143 

149 

106 

101 

75 

74 

57 

2052 
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INSPECTION  OF  BUILDINGS. 

The  number  of  violations,  etc.,  investigated  and  reported 
upon  was  eight  hundred  and  ninety-one  (891),  as  follows  :  — 

Violations  of  Statute  .         .         .         649 

"  "  Ordinance      .         .         .         242 


Total 


891 


The  following  statement  shows  the  nature  of  these  viola- 


tions :  — 

Altering  wooden  building  into  tenement  house 

Bay-window  exceeding  size 

Boiler  room  not  fire-proof 

Building  without  permit     . 

Cellars  not  concreted 

Chimneys  supported  by  woodwork 

"         improperly  built 
Columns,  no  plate  under    . 
"         improperly  supported 
"         not  large  enough 
Combustible  roofing  material 

"  external  covering    . 

Cornice  not  balanced  on  wall 
Cutting  doorways  in  party  walls 
Exceeding  range  without  brick  walls 
Foundation,  defective 

"  built  without  mortar 

* '  insufficient     . 

Flues  not  plastered    . 


a 


woodwork  against 


"     not  thick  enough 
Girders  with  no  plate  under 
Improper  construction 

"       framing 
Insufficient  egress  in  case  of  fire 


1 

2 

3 

102 

20 

10 

10 

2 

1 

1 

2 

10 

2 

2 

2 

6 

9 

2 

80 

114 

1 

4 

49 

28 

36 
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Insufficient  water  closets  and  privies  . 

6 

"         ventilation                                     , 

.       14 

"         piling        .          .         . 

1 

Lintels  with  no  plates  under 

.       18 

No  scuttle  and  ladder         . 

.       14 

No  stirrup  irons         . 

3 

No  foundation  ...... 

2 

No  conductors  for  rain  water 

8 

No  iron  shutters         *.".*■• 

.       22 

Piers  not  capped        . 

.       10 

Poor  material    ...... 

.       10 

Piles  cut  above  grade         .... 

4 

Recessing  walls          .         .         .         ,         . 

5 

Registers  not  cased    ..... 

.       12 

Small-sized  timber     ..... 

.       30 

Sills  below  grade       .         . 

2 

Timber  not  splayed   ..... 

8 

"         "    anchored          .... 

.       20 

"         "    butting  on  girder     . 

4 

Thimbles  insecurely  set 

.       20 

Unprotected  hoistways       .... 

.       21 

Walls  not  thick  enough      .... 

6 

"       "    through  roof               .         *         . 

.       25 

"       "    corbelled  ..... 

.       16 

"       "    anchored  ..... 

.       24 

6i       "    coped        ..... 

9 

"       "    solid          ..... 

1 

Wooden  lintels           ..... 

.       33 

"       buildings  within  limits  . 

7 

"        hearth  trimmer    .... 

1 

"        addition  exceeding  size 

3 

Woodwork  against  hot-air  pipe  . 

.       21 

Miscellaneous    ...... 

.       12 

Total 

3 

891 

18  City  Document. — No.  16. 

The  following  cases  of  violation  of  the  building  law  have 
been  prosecuted :  — 

Building  No.  16  Colony  street,  Ward  7,  Christopher  Lee, 
owner. 

The  complaint  was  for  enlarging  a  wooden  building 
occupied  as  a  tenement  house,  and  for  adding  a  story 
to  the  building,  without  having  a  permit  therefor.  An  ap- 
plication was  made  to  the  Supreme  Court  for  an  injunction, 
which  was  granted. 

Building  on  Causeway  street,  Ward  2,  George  M.  Wins- 
low  &   Co.,   owners;    and  Cogswell   &   Christie,  builders. 

The  complaint  was  for  erecting  a  building  without  a  per- 
mit. 

Settled  by  a  payment  of  a  fine  of  $150. 

Building  No.  632  Harrison  avenue,  Edward  Gallagher, 
owner. 

A  permit  was  obtained  to  erect  a  building  to  be  occupied 
as  a  dwelling,  and  the  building  was  erected,  with  walls  of 
the  thickness  required  for  dwellings.  After  completion,  the 
owner  proceeded  to  occupy  the  building  for  other  purposes 
than  a  dwelling.  Application  made  for  an  injunction.  Case 
still  pending. 

Buildings  Nos.  55-57  Hammond  park,  George  P.  Little, 
owner;  J.  H.  Gigie,  builder. 

The  complaint  was  for  not  concreting  the  cellar  bottoms. 

Case  still  pending. 

Building  No.  2  Bowdoin  street,  James  Knowlton,  owner. 

The  complaint  was  for  not  covering  a  bulk-head  with 
non-combustible  material,  and  not  properly  protecting  the 
elevator. 

Case  still  pending. 

UNSAFE   BUILDINGS,   ETC. 
;  The  number  of  unsafe  buildings  examined  and  reported 
upon  was  forty-nine  (49)  ;   unsafe  walls,  eighty-three  (83)  ; 


Report  of  Inspector  of  Buildings. 


19 


unsafe  cornice,  one  (1)  ;  unsafe  floors,  four  (4)  ;  unsafe 
gutters,  three  (3)  ;  unsafe  door-caps,  two  (2)  ;  unsafe  win- 
dow-cap, one  (1)  ;  unsafe  clothes-shed,  one  (1)  ;  unsafe 
conductor,  one  (1)  ;  unsafe  oven,  one  (1)  ;  unsafe  vault, 
one  (1)  ;  unsafe  slate,  one  (1)  ;  unsafe  roof,  one  (1)  ;  un- 
safe heating  apparatus,  four  (4)  ;  dangerous  chimneys,  four 
hundred  and  seventeen  (417) ;  defective  flues,  thirteen 
(13). 
Exhibit  F  will  show  the  number  secured,  etc.  — - 


EXHIBIT     F. 


Secured. 

Taken 
Down. 

Rebuilt. 

Not 
Complet 

Total, 
ed. 

12 

33 

1 

3 

49 

18 

2 

52 

11 

83 

"       Cornice 

.  .   . 

.... 

1 

.   .   . 

1 

4 

.... 

.... 

1 

5 

"       Gutters  ........ 

1 

2 

.... 

.  .   . 

3 

2 

.... 

.... 

• 

2 

1 

.... 

.... 

• 

• 

1 

4       Clothes-shed 

.   .   . 

.... 

1 

• 

• 

1 

'       Conductor • 

.   .   . 

1 

.... 

• 

1 

'       Oven   ......... 

1 

.... 

.... 

• 

• 

1 

1 

.... 

• 

• 

1 

1 

1 

.... 

.... 

1 

1 

'       Heating  Apparatus  .  . 

2 

.... 

.... 

2 

4 

32 

7 

338 

40 

417 

9 

.... 

2 

2 

13 

83 

46 

395 

60 

584 

Ten  surveys  have  been  held  on  unsafe  buildings  during 
the  year,  all  of  which  have  been  decided  in  favor  of  the 
department.  No  appeals  have  been  taken  from  the  decisions 
of  the  surveyors. 


20 


City  Document.  —  No.  Id. 


* 


fe 

o 

0 

0? 

Ml 

H 

C3 

B 

2 

<4 

53 

ri 

«4-l 

P 

C 
53 

H 

co" 

H 

o 

* 

4i 

^ 

O 

© 

o 

H 

ti 

a 

53 

S3 

0) 

A 

Ml 

a 

£ 

o 

.a 

a; 

"3 
o 
Eh 

CO 

3 

o> 

eo 

CO 

rH 

•a 

rH 

o 

rH 

rH 

r-t 

i-H 

rH 

T-t 

■^ 

I-H 

eo 
i-t 

U3 

r-T 

e5 

CM 

t-     *-        •      I-H        • 

• 

eo        . 

OS 

CM 

t-       CO       rH       rH 

1-H              * 

us 

rH          . 

CO 
CO 

© 

CM 

CO       fc-       iH          * 

eo 

l-H 

i-H 

fc-      ©         *  •      ■  *         " 

r-t       r-t 

eo 

i-H 

"*       «D          *          *          ' 

CO 

eo 
o 

CD 
i-H 

©        CO        r-t       r-( 

CM                                 . 

• 

eo 

r-l 

lO        ©           *           *           " 
iQ       CM          .          .          . 

<M 

CO 
CO 

rH 

N        O        «           * 

«          T-t                                             , 

t-        * 

o 

CO 

i-H 

m         O         CI         rH            ' 
CN       r-l 

r-t          ' 

r-t          ' 

© 

CM 
rH 

«     'rH          *■    'CI          " 

esi      eo 

rH          . 

CO 

rH 
rH 

eo        ' 

rH          * 

r-t 

r-t          . 

to 

© 

rH 

T-1 

rH       O 

T-t              ' 

-*       r-t 

o 

o5 

CO           " 

eo        ' 

a     c* 

CM 

CO 

© 

I-1                . 

rH        U5 

rH 

'       eo       rH 
,       CM 

o 

C^ 

eo      co      eo      cq 

I-H 

♦ 

CO 
CO 

CO 

rH       t-       r-t       r-t 

I-H 

CO 

CI 

CO 
CO 

in 

rH 

o 

ITS        CI 
rH        OJ 

r-t 

rH 

rH 

I-H 
rH 
CO 

-* 

o 

CO 

t-       ■<* 

•          • 

rH 

*         r-t        r-t        N 

CO 
rH 
T-t 

CO 

eo       r-l                  "# 
rH 

r-t       r-l 

*       rH 

rH        CO 

o 

c5 

eo 

'       r-t 

;   !  ^  ^ 

OS 

t-4 

CO        ©        <M       OJ 

'       rH       rH 

r-t       O)       T-t 

eo 

CO 
Oi 

a 
C 

c 

-4- 

0 

c 

f 
i 

'*■ 

r 

c 

> 

>            B 

c 
s 

!    c 

J         5 

!  1 

<     <f 

)      < 

£ 

3 
i 
> 

i 

"        a 
i       | 

H          ^ 

5       E 

1     * 

i 

0 

1 

a 

'■      1 
> 

1 

< 

! 

:   i 

< 

0 

N 

0 

< 

,       c 

"i 

5 

•       < 

.       c 

£ 
.       c 

c 

i  1 

3         5 

3         5 

B 

5 

1 
1 

5 

3       i 

E          1 

i  i 

3         < 
10      1 

i 
( 

s 

f  1 

■>      < 

3         i 
I       1 

=h      "3 

3 

J          r- 
>             ( 

*  > 

3         < 

3       ,£ 

3       \ 

*  1 

3 

3 

2 

3 
0 
3         ! 

3     ! 

0        1 
>         ( 
5         t 

2          < 

i  ; 

>  < 

0       i: 
D 

• 
* 

H         ' 

o 

-             r. 

a 

3 

a 
3      a 

s     £ 

n 

a       a 
a      c 

c 
& 

c 

0 

p 

! 

■J 
) 

1 

!  1 

)      : 

!         <? 

!    i 

•  1 

i   1 

}   f 

0 

D 

3 

3. 

D 

> 

D 

H 
1> 

s 

1 
e 

4- 

q 
E- 

4 

Eeport  of  Inspector  of  Buildings. 


21 


FIME  AND  ACCIDENT  MECOBD. 

The  number  of  buildings  reported  as  damaged  by  fire  and 

accident  was  351. 
The  estimated  damage  was  $590,720. 

The  probable  causes  were  as  follows  :  — 

Alcohol,  spilling  of,  on  a  stove 
Brimstone,  the  bursting  of  a  skillet  of 
Boiler,  wood-work  near  . 
Boiler  flue,  overheated    . 
Chimney  flue,  defective  . 

"  flue,  overheated 

"  top,  the  falling  of 

"  sparks  from 

Drying  furnace  improperly  constructed 

"  "      wood-work  near 

Floor  timbers  entering  chimney  flue 
Forge,  falling  of  coals  from,  to  floor 

■"      sparks  from 
Friction  of  machinery     . 
Furnace,  defective 


setting  of 


<( 


a 


a 


overheated 
wood-work  near 
pipes,  defective 
combustible  material  near 
wood-work  near 
Gas,  explosion  of   . 
"     jet  near  curtain 
"     near  wood-work 
Heating  apparatus,  defective   . 

"  "  and  flue  defective 

Hot  ashes  in  a  barrel,  placed  in  a  shed 
"       "     in  a  barrel  of  charcoal,  under   stair- 
case  ••••••• 


1 
1 
1 
1 
15 
2 
1 
2 
1 
1 
1 
1 
2 
1 
1 
1 
1 
1 
2 
1 
1 
2 
1 
5 
1 
1 
1 
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Improper  removal  of  supports  to  a  buildin 

g            1 

Incendiary        ..... 

64 

Kerosene  lamps,  the  breaking  of 

1 

"             "       upsetting  of     . 

1 

"             "       explosion  of     . 

1 

Locomotive  engine,  sparks  from 

1 

Matches,  the  careless  use  of 

3 

"         children  playing  with 

1 

"         kept  loose  with  combustible  ma- 

terial     .... 

1 

Melted  brass,  the  spilling  of     . 

1 

Oven  overheated      . 

1 

Smoke-pipe  overheated     . 

1 

"            near  wood-work     . 

3 

Spontaneous  combustion  . 

5 

Stove,  broken           . 

1 

'  «      clothes  falling  upon 

1 

6 «      combustible  material  near 

3 

"      overheated     . 

6 

Stovepipe,  wood-work  near 

7 

"          unsafe     . 

1 

Thimble  near  wood-work . 

1 

Unknown          ...... 

145 

"Vitriol,  spontaneous  combustion  of   . 

1 

Water-pipes,  thawing  of  . 

3 

"            repairing  of 

1 

Total  number  of  probable  causes 


306 


TENEMENT  HOUSES. 

Under  requisitions  from  the  Board  of  Health,  the  depart- 
ment has  examined  twenty  buildings  with  regard  to  water- 
closets  and  ventilation. 

One  hundred  and  three  tenement  and  lodging  houses  have 
been  examined  with  regard  to  fire-escapes,  and  thirty-six 
found  to  be  deficient  in  that  respect. 
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The  following  means  of  escape  have  been  ordered  :  — 


Doorways  to  be  opened 
Iron  ladder  .... 

Iron  balcony  and  ladders 
Step-ladders  to  scuttles  in  roofs    . 
Platforms,  walks  and  bridges 
Step-ladders  from  roofs  and  windows 


2 

1 
13 

6 
10 

4 

36 


All  but  nine  of  the  requirements  have  been  complied  with. 
One  survey  has  been  held  which  was  decided  in  favor  of  the 
department. 

COMPLETED  BUILDINGS. 

Brick. 

The  whole  number  of  brick  buildings  completed  during 
the  year  is  four  hundred  and  ninety-seven,  at  an  estimated 
cost  of  fourteen  million  two  hundred  and  eleven  thousand 
one  hundred  and  twenty  dollars  ($14,211,120). 

These  buildings  contain  two  hundred  and  fifty-seven 
stores,  and  are  constructed  to  accommodate  five  hundred 
and  twenty-four  families. 


No.  of  Buildings 
Completed. 

No.  of  Families 
Accommodated. 

No.  of  Stores 
Completed. 

Estimated  Cost. 

706 
597 

497 

980 
484 
524 

93 

372 
257 

$7,043,318 
16,001,225 
14,211,120 

Wood. 

The  whole  number  of  wooden  buildings  completed  during 
the  year  is  one  thousand  and  twenty-nine  (1,029),  contain- 
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ing  eighty-one  (81)  stores,  and  providing  accommodations 
for  thirteen  hundred  and  sixty-six  (1,366)  families. 

The  estimated  cost  of  these  completed  wooden  buildings 
is  two  million  five  hundred  and  eighty-six  thousand  and 
six  hundred  and  fifteen  dollars  ($2,586,615). 

The  following  statement  will  show  an  increase  in  the  number 
of  completed  wooden  buildings  over  that  of  the  previous  year  : — 


No.  of  Buildings 
Completed. 

No.  of  Families 
Accommo  dated. 

No.  of  Stores 
Finished. 

Estimated  Cost. 

1,034 

721 

1,029 

1,344 

927 

1,366 

59 
68 
81 

$3,147,535 
2,000,340 
2,586,615 

Exhibits  Gr  and  H,  will  give  particulars  in  tabular  form. 
The  following  are  the  principal  public  buildings  completed 
during  the  year,  under  the  supervision  of  this  department : — 

Second  Chukch. 

Situated  on  Boylston  street,  near  Dartmouth  street,  "Ward 
9.  The  building  is  built  of  New  Jersey  brown  stone  (which, 
together  with  the  most  of  the  material,  formerly  composed 
the  old  church  edifice  on  Bedford  street) ,  and  the  style  of 
architecture  is  modern  Gothic.  The  dimensions  of  the  church 
are  84J-  x  89J  feet,  and  of  the  chapel  57  X  34J-  feet.  The 
church  is  finished  with  an  open  timbered  roof,  and  will 
seat  about  800  persons.  The  basement  contains  the  supper- 
room,  kitchen,  retiring-room,  etc.  The  parish  parlor  is 
situated  over  the  chapel,  occupying  the  entire  second  story 
of  the  chapel  building.  The  entire  interior  finish  is  black 
walnut,  and  the  walls  and  ceiling  are  frescoed  in  light  tints. 
The  building  is  heated  by  furnaces,  with  open  fireplaces  in 
the  parlor  and  pastor's  room. 

Architects,  N.  J.  Bradlee  and  W.  T.  Winslow ;  mason, 
Thomas  J.  Whidden. 
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First  Reformed  Presbyterian  Church. 

Situated  on  the  corner  of  Ferdinand  and  Isabella  streets, 
Ward  9. 

The  church  externally  is  of  faced  brick,  with  Nova  Scotia 
stone  trimmings,  and  is  a  tasty  and  substantial  edifice,  in 
Gothic  style  of  architecture.  On  the  corner  of  the  streets  is  a 
tower  16  feet  square  and  100  feet  in  height.  The  entire 
depth  of  the  church  (including  tower)  is  92  feet  on  Isabella 
street,  with  a  frontage  of  60  feet  on  Ferdinand  street.  The 
tower  contains  in  its  centre  a  shaft  six  feet  square,  which 
communicates  with  all  parts  of  the  church,  and  affords  an 
excellent  system  of  ventilation  throughout.  From  the  centre 
of  the  front  of  the  church  projects  a  large  porch,  containing 
granite  steps  admitting  to  the  main  vestibule.  The  base- 
ment, the  floor  of  which  is  only  four  feet  below  the  level  of 
the  sidewalk,  is  entered  from  the  front,  by  two  doorways  on 
Isabella  street  and  by  one  on  the  opposite  side.  It  is  14 
feet  high,  and  contains  a  chapel  36  X  56  feet,  and  neatly 
fitted  up  in  light  wood  ;  three  class  rooms,  averaging  18  X  20 
feet  each,  a  kitchen,  store-room,  dressing-rooms,  etc.;  and 
finally  a  boiler-room,  under  the  vestibule,  to  contain  a  steam- 
heating  apparatus  to  warm  the  entire  building.  There  is  an 
entrance  for  the  pastor  from  the  rear  of  the  vestry  to  the 
pulpit  platform  of  the  audience-room  above. 

The  audience-room  is  56  X  72  feet,  and  has  a  seating 
capacity  of  620  on  the  main  floor.  The  gallery  over  the 
vestibule  will  accommodate  150  mores.  The  woodwork  of 
the  doors,  pews  and  sheathing  is  in  solid  black-walnut.  The 
pulpit  platform  is  in  the  rear  of  the  church,  and  contains 
pulpit  and  chairs  in  black-walnut.  The  natural  light  is 
abundant  from  the  stained  glass  windows  on  each  floor,  and 
the  audience-room  is  artificially  lighted  by  two  large  re- 
flectors. The  roof  is  open  timbered,  the  ceiling  being  of  a 
gray  tint  and  panelled,  while  the  walls  are  frescoed  a  soft 
buff-drab  with  a  darker  border. 
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Architect,  A.  C.  Martin ;  mason,  G.  N.  Miller ;  carpenter, 
N.  K.  McLean.  i 

New   Jerusalem  Church. 

Situated  at  the  junction  of  St.  James  and  Regent  streets, 
Ward  14. 

The    building   is   rectangular   in  form,   and  the    style   of 
architecture  geometrical  gothic.     The  walls  are  of  Roxbury 
stone,  with  yellow  Nova  Scotia  and  brown  Connecticut  sand- 
stone trimmings.     The  dimensions  are  48  by  76  feet,  with  a 
spire  90  feet  high,  and  has  a  main  and  side   entrance.     The 
basement,  which   is  12  feet  high,  contains  the  chapel,    32 
by  44,    library  13    by    20,    class-room,   ladies'    and    gents' 
dressing-rooms  and  kitchen.     The  audience-room  will  seat 
450  adult  persons,  and  is  finished  up  into  the  roof,  the  height 
of  the  ceiling  being  34  feet.     The  timbers  which  support 
this  roof  are  finished  in  the  form  of  a  pointed  arch  springing 
from  the  floor  and  from  wall  to  wall,  leaving  the  whole   of 
the  auditorium  clear,  without  the  usual  columns,  etc.,  for 
support.     The  principal  entrance,  which  is  on  the    corner, 
leads  to  the  audience-room  and  vestry  both,  the  former  being 
reached  by  a  broad,  easy  staircase.     The  vestibule,  which  is 
at  the  head  of  the  stairs,  is  circular  in  form,  12  by  14  feet, 
and  has  an  arcade  of  seven  pointed  windows.     The  vestry  is 
finished  with  brown  ash,  and  the  audience  room  with  black 
walnut.     The  decoration  throughout  is  chaste  and  appropri- 
ate in  design,  and  not  overdone  as  is  too  often  the  case  in 
most  of  our  modern  churches .    The  stained  glass,  though  sim- 
ple, is  exceedingly  pleasing,  especially  that  in  the  vestibule. 
The  double  window,  directly  at  the  head  of  the  stairs,  which 
contains  the  figures  of  the  Pharisee  and  the  Publican,  is  a 
specimen  of  the    artistic  skill    of  the  designer.     The  large 
.memorial  window  in  the  east  end  is  a  beautiful  work  of  art, 
and  will  compare  favorably  with  any  foreign  work   of  the 
kind  in  the  country.     It  consists  of  three  figures  five  feet  in 
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height,  the  tracery  consisting  of  three  large  quatrefoils,  lo- 
cated in  the  form  of  a  triangle.  In  the  upper  opening  is  the 
figure  of  the  Good  Shepherd ;  on  the  left,  looking  from  the 
auditorium,  Moses,  with  the  tables  of  stone  ;  on  the  right  an 
angel,  blowing  the  Apocalyptic  trump ;  all  of  which  are  ex- 
quisitely drawn,  together  with  other  decorative  parts  in  the 
smaller  openings.  The  font  is  of  stone,  and  is  a  perfect 
specimen  of  Gothic  art.  It  consists  of  a  heavy  moulded  and 
decorated  base,  round  shaft,  enriched  cap  and  circular  basin, 
octagonal  on  the  outside  rim,  on  which  are  cut  appropriate 
emblems. 

The  building  was  begun  in  the  spring  of  1873,  and  com- 
pleted in  the  spring  of  1874.  The  mason  work  was  per- 
formed by  Messrs.  Leach  &  Hanny  ;  the  carpenter  work  by 
Mr.  David  Perkins.  It  was  carried  out  under  the  superin- 
tendence of  J.  H.  Besarick,  architect.  In  connection  with  it 
is  a  convenient  parsonage,  which  corresponds  with  the  church 
in  material  and  style. 


Washington  Village  M.  E.  Church. 

A  wooden  building  situated  on  Dorchester  street,  Ward 
12,  having  a  frontage  of  32  feet  on  Dorchester  street,  and 
a  depth  of  62  feet.  The  building  contains  an  audience-room 
seating  250  persons,  and  two  class-rooms  which  can  be 
thrown  into  the  audience-room  if  necessary,  the  partitions 
between  them  being  made  to  slide  up  into  the  gallery  front. 
The  building  has  an  open  timbered  roof,  with  hard-pine 
trusses.  The  walls  and  ceiling  are  handsomely  decorated  in 
color,  and  the  windows  are  of  stained  glass.  The  interior 
finish  is  principally  ash.  The  pulpit  and  altar  rail  are 
black  walnut. 

Architect,  H.  Floyd  Faulkner;  carpenters,  Delano  and 
Little. 
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Church  of  the  Sacred  Heart. 

Situated  at  the  corner  of  Brooks  and  Paris  streets,  Ward 
1.  The  building,  which  is  a  wooden  one,  with  a  stone 
basement,  is  rectangular  in  form,  having  a  frontage  of  68 
feet  on  Brooks  street,  and  a  depth  of  125  feet. 

The  style  of  architecture  is  gothic.  The  basement,  which 
is  12  feet  high,  contains  a  chapel,  which  will  seat  200  per- 
sons, four  large  school-rooms,  and  the  necessary  conven- 
iences. The  nave  is  50  feet  high,  104  feet  long,  and  33 
feet  wide,  divided  into  seven  bays,  by  ten-inch  columns,  with 
foliated  caps  and  moulded  arches.  Over  each  bay  are  the 
clear  story  windows  in  groups  of  three,  with  heavy  label 
mouldings  and  carved  corbels.  The  nave  is  finished  up  into 
the  roof,  and  the  timbers  are  painted  and  decorated.  The 
chancel  is  15  X  30  feet,  and  the  chancel  arch  is  27  feet  wide 
and  42  feet  high.  On  each  side  of  the  chancel  is  a  singing 
gallery,  separated  from  the  chancel  by  an  arcade  of  three 
openings  with  shafts,  richly  carved  corbels  and  caps,  and 
heavily  moulded  arches.  On  the  wall  back  of  the  altar  is  a 
large  painting  of  the  crucifixion,  and  on  either  side  are 
statues  of  Mary  and  Joseph,  and  the  four  evangelists,  rest- 
ing on  elaborately  carved  corbels,  with  canopies  to  corre- 
spond. The  aisle  walls  are  ornamented  with  paintings 
9x11  feet,  five  on  each  side,  occupying  the  spaces  between 
the  windows,  representing  the  stations  of  the  cross.  The 
altars  are  beautiful  in  design  and  are  richly  decorated.  The 
stained  glass  windows  are  of  superior  workmanship  and 
design.  The  pews  are  of  chestnut,  and  will  seat  1,200  per- 
sons. 

Architect,  J.  H.  Besarick ;  carpenter,  Herman  Drake. 

Seaman  's  Home  . 

Situated  on  the  corner  of  Salem  and  North  Bennet  streets, 
Ward  2,  with  a  frontage  of  74  feet  on  Salem  street,  and 
88  feet  on  North  Bennet  street. 
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Tfre  building  is  three  stories  in  height,  with  a  Mansard 
roof,  and  is  built  of  brick  with  freestone  trimmings. 

The  cellar  extends  under  the  entire  building,  and  contains 
the  baggage-room,  smoking-room,  laundry,  boiler-room, 
water-closets,  wash-rooms,  etc. 

The  first  story  contains  a  chapel,  seating  about  250  per- 
sons, business  office,  parlor,  dining-room,  reading-room, 
reception-room,  kitchen,  pantry  and  a  store. 

The  second  story  contains  a  church,  seating  about  500 
persons,  parlors,  bedrooms,  etc.  The  third  and  Mansard 
roof  stories  contain  parlors,  bedrooms,  bath-rooms,  etc. 
The  building  is  heated  by  steam,  and  has  all  the  appurte- 
nances of  a  first-class  lodging-house.  It  will  accommodate 
about  75  boarders.  The  roof  is  surmounted  by  an  iron 
turret  overlooking  the  harbor. 

The  building  is  built  in  a  thorough  and  substantial  man- 
ner, and  is  admirably  adapted  for  the  purpose  for  which  it 
is  to  be  occupied. 

The  plans  were  made  by  Calvin  Ryder,  architect,  under 
whose  superintendence  the  building  was  erected.  The 
builders  were  W.  M.  Rumery  &  Co.,  masons,  and  Cummings 
&  Carlisle,  carpenters. 

Home  for  Working-Girls. 

The  new  building  erected  by  the  Young  Women's  Chris- 
tian Association  is  located  in  Warrenton  street.  The  lot  on 
which  the  building  stands  contains  about  7,500  square  feet, 
with  a  frontage  on  Warrenton  street  of  73  feet,  a  width  in 
the  rear  of  about  96  feet,  and  an  average  depth  of  about 
85  feet.  The  building  covers  nearly  the  entire  area  of  the 
lot,  with  the  exception  of  a  court  near  the  middle,  about 
40  X  20  feet,  which  affords  light  and  air  for  the  apartments 
in  the  middle  of  the  building.  The  front  portion  of  the 
building,  on  Warrenton  street,  is  six  stories  high,  including 
the  basement  story,  the  floor  of  which  is  about  three  feet 
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below  the  level  of  the  sidewalk.  The  basement  story  is,  de- 
voted to  a  large  dining-hall,  52  X  37  feet,  a  large  and  well- 
lighted  kitchen,  with  closets,  store-rooms  and  serving-room 
therewith  connected,  servants'  dining-room,  man's  room, 
dressing-room,  trunk-room,  and  other  rooms  and  offices  con- 
nected with  the  management.  In  the  first  story  are  the 
parlors,  matron's  room,  offices,  waiting-room,  and  12 
bedrooms. 

The  second,  third,  fourth  and  fifth  stories  are  wholly  de- 
voted to  bedrooms.  In  the  sub-basement,  which  is  mainly 
lighted  from  the  inner  court,  are  the  laundry,  boiler-room, 
coal-rooms  and  vegetable  and  store-cellars.  The  whole 
building  contains  122  rooms,  of  which  97  are  bed- 
rooms ;  all  of  the  rooms  are  well  lighted  and  airy,  and  each 
bedroom  is  fitted  with  a  closet  and  means  for  ventilation. 
The  staircases  and  corridors  are  all  connected,  so  that,  in 
case  of  fire  or  panic,  one  or  another  of  the  three  stair- 
cases which  extend  from  the  bottom  to  the  top  of  the  build- 
ing, at  different  angles  of  it,  and  approached  by  a  continu- 
ous corridor  extending*  entirely  around,  can  scarcely  fail  to 
be  reached.  The  external  walls  are  brick.  The  front  wall 
is  faced  with  pressed  bricks.  The  trimmings  are  of  light- 
colored  freestone.  The  roofs  are  flat.  The  windows  in 
the  rear  walls  are  fitted  with  fire-proof  shutters.  The  ceil- 
ing of  the  boiler-room  is  rendered  fire-proof  by  the  use  of 
iron  beams  and  brick  arches. 

Mr.  George  Ropes  was  the  architect,  and  Mr.  Asa  H.  Ca- 
ton,  the  builder. 

Chauncy  Hall   School    Building. 

Situated  on  the  northerly  side  of  Boylston  street,  between 
Clarendon  and  Dartmouth  streets,  Ward  9.  It  has  a  front 
of  48  feet  on  Boylston  street,  and  is  80  feet  deep,  with  a 
staircase  tower  on  the  west  side,  13  X  21  feet.  The  build- 
ing is  three  stories  high,  with  a  basement  story. 
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The  first  and  second  stories  contain  four  school-rooms, 
30  X  32  feet,  and  four  recitation-rooms,  16  X  24  feet.     The 
third  story  contains  two  recitation-rooms  and  a  large  hall. 
Great  care  has  been  taken  in  the  construction  of  the  build- 
ing to  make  it  as  near  as  may  be  fire-proof,  and  to  secure 
the  best  results  of  warming  and  ventilation.      All  the  out- 
side walls  are  built  hollow.       The  inside  partitions  are  of 
brick.     The  rooms  are  all  finished  with  face-brick  dadoes  to 
the  height  of  about  three  feet,  and  above  this  the  plastering 
is  made  directly  on  the  brick  walls.       There  is  no  framing, 
and  no  air-spaces  back  of  the  plastering.       The  floors  are 
constructed  with  heavy  hard-pine  girders,  4  feet  on  centres, 
planed   and   chamfered   to  show   in  the   rooms.       Between 
these  floor  girders  is  a  filling  at  their  top  of  4  inches'  thick- 
ness of  concrete,  levelled  off  even  with  the  top  of  the  floor 
girders ;  upon  this,  and  nailed  to  the  girders,  is  a  matched 
hard-pine   plank   upper    floor,    making   an    absolutely   air- 
tight floor.       There  is  no  wooden    finish   around  the  win- 
dows, and  the  least  possible  finish  around  the  doors.     Each 
school-room  and  recitation-room  has  a  brick  fire-place  for 
open  fires.     The  rooms  are  ventilated  by  means  of  seven 
brick  shafts  carried  up  through  the  building  and  out  above 
the  roof.     All  the  rooms  are  heated  by  indirect  radiation, 
by   means    of  large    air-pipes  from  steam  radiators  in    the 
basement,  enclosed  in  brick  air-chambers.      The  land  and 
building  belong  to  the  Chauncy  Hall  School  Corporation, 
and  is  leased  by  Gushing  &  Ladd. 

Architect,  A.  C.  Martin ;  masons,  David  H.  Jacobs  & 
Son ;   carpenter,  Reuben  Edgett. 

The  Dudley  Grammar  School-House. 

This  commodious  and  attractive  edifice  is  located  upon  the 
site  of  the  old  City  Hall  of  Roxbury,  at  the  corner  of  Dud- 
ley and  Putnam  streets.  It  is  a  brick  building,  two  sto- 
ries high,  with  a  basement  and  a  Mansard  roof,  sandstone 
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trimmings,  and  is  constructed  in  the  modern  Gothic  style 
of  architecture.  It  has  a  frontage  of  94  feet,  with  a  depth 
of  132  feet,  and  a  height  of  68  feet. 

The  interior  is  divided  into  fourteen  large  school-rooms,  be- 
sides apartments  for  the  head-master,  committee,  library, 
philosophical  apparatus,  dressing-rooms,  etc. 

The  building  has  three  spacious  entrances,  with  two  wide 
flights  of  stairs  to  each  story,  connecting  with  halls  16  feet 
wide,  extending  the  whole  length  of  basement  and  the  two 
upper  stories. 

The  school-rooms,  of  which  there  are  three  on  each  side 
of  the  halls  in  the  first  and  second  stories,  are  28  x  32  feet 
in  size,  giving  room  for  fifty-six  desks  in  each  room.  The 
roof  story  has  two  school-rooms,  besides  a  large  exhibi- 
tion hall,  having  a  seating  capacity  of  800  to  1,000  per- 
sons. The  height  of  school-rooms  is  13  feet  6  inches, 
and  that  of  the  basement  9  feet.  Ventilation  is  secured  by 
hollow  walls,  dispensing  entirely  with  projecting  ventilat- 
ing boxes  in  the  various  rooms.  All  exterior  finish  is  of 
non-combustible  material . 

The  building  was  erected  under  the  plans  and  specifica- 
tions of  Louis  Weissbein,  the  architect;  Messrs.  Flint  & 
Dady  doing  the  mason  work,  and  B.  H.  Flanders  the  wood- 
work. 

The  Lexington-street  and  Princeton-street  Primary 

Schools,  E.  Boston. 

New  buildings  for  these  schools  have  been  erected,  both 
from  the  same  plan.  The  external  dimensions  are  70  feet 
square.  Two  stories  high  above  the  basement.  The  floor 
of  the  first  story  is  about  Hve  feet  above  the  sidewalk  in  front. 
The  basements  are  nine  feet  high.  Each  of  the  two  finished 
stories  has  four  school-rooms,  12  feet  6  inches  high,  two 
rooms  for  teachers,  and  a  clothes-room  for  each  class,  or 
schoolroom. 
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The  entrance  hall  extends  across  the  building  from  front 
to  rear,  with  entrances  and  staircases  in  both  front  and  rear. 
The  exteriors  are  alike,  except  that  the  Princeton-street 
house  has  a  fire-alarm  bell-tower  built  over  the  front  entrance. 
The  walls  are  built  of  common  bricks.  The  trimmings  are 
of  light-colored  freestone.  The  roofs  are  "hipped,"  slated 
with  red,  green,  and  black  slates,  and  crowned  at  the  centre 
with  galvanized  iron  ventilator  caps.  The  cornices  are  of 
bricks  with  copper  gutters.  Mr.  Geo.  Kopes  was  the  archi- 
tect, and  Edward  and  James  Lynch  the  masons,  and  A.  and 
J.  McLaren,  carpenters. 

Boston  and  Providence  Passenger  Station. 

Situated  on  the  triangular  lot  bounded  by  Park  square, 
Columbus  avenue,  and  Providence  street,  Ward  9. 

The  building  is  Gothic  in  design,  and  is  built  of  brick  laid 
In  black  mortar,  and  with  Nova  Scotia  stone  trimmings. 

The  head  house  is  200  feet  long  and  151  feet  wide.  The 
train-house  is  600  feet  long,  128  feet  wide,  and  65  feet  high. 

The  main  entrance  to  the  building  is  on  Columbus  avenue, 
through  a  vestibule  25  X  32  feet,  paved  with  tiles,  and  the 
ceiling  finished  with  hard  pine.  On  the  left  of  the  main  en- 
trance, on  Park  square,  is  a  brick  tower  150  feet  high,  con- 
taining an  illuminated  clock  with  four  faces,  each  10  feet  in 
diameter.  The  vestibule  leads  into  a  general  waiting-hall 
170  feet  long,  44  feet  wide  and  80  feet  high,  extending  up 
above  the  rest  of  the  building  so  as  to  admit  light  through 
clear  story  windows.  Additional  light  is  also  obtained 
through  sky-lights  in  the  roof.  This  hall,  as  well  as  the  re- 
mainder of  the  first  story,  is  paved  with  black,  white,  and 
red  tiles,  and  is  heated  by  means  of  three  stacks  of  marble- 
topped  steam  radiators.  Around  this  hall,  and  on  a  level 
with  the  second  story,  runs  a  gallery,  connecting  the  corpor- 
ation offices  in  the  second  story,  supported  by  wooden 
columns  and  brackets ;  between  these  columns  are  pointed 
5 


34  City  Document.  —  No.  16. 

arches,  finished  in  ash,  and  glazed  with  plate  glass,  dividing 
the  hall  from  the  waiting-rooms  on  the  sides  at  the  end  oppo- 
site the  entrance  from  the  train-house.  The  main  hall  is 
covered  by  a  roof  supported  by  hard-pine  trusses,  and 
sheathed  with  pine  varnished  and  decorated.  On  the  left  of 
the  hall  is  the  smoking-room,  44  X  "27  feet,  gentlemen's  wait- 
ing-room, 50  X  40,  ticket  office,  and  ladies'  room,  50  X  62. 
The  parcel-room  is  between  the  waiting-rooms  and  behind 
the  ticket  office.  Connected  with  the  ladies'  waiting-room  is 
a  dressing-room,  15  X  24  feet,  and  water-closet. 

On  the  right  of  the  hall  is  the  main  staircase  to  the  cor- 
poration offices  in  the  second  story  (which  are  also  connected 
with  Park  square  by  means  of  a  private  vestibule) ,  gentle- 
men's dressing-room,  15  feet  square,  gentlemen's  water-closet, 
34  X  13  feet,  telegraph  office,  periodical  stand,  barber  shop, 
restaurant  50  x  30 ,  private  dining-room  and  serving-room. 
All  of  these  rooms  are  20  feet  high,  and  finished  in  ash. 
The  windows  are .  glazed  with  plate  glass  and  leaded  glass 
above  the  springing  of  the  arch.  On  the  walls  of  the  ladies' 
room  are  painted  maps  of  the  road  and  its  connections. 
Next  to  the  ladies'  room  is  a  corridor  leading  to  the  Colum- 
bus-avenue entrance  and  which  connects  with  the  outward 
baggage-room. 

In  front  of  the  building,  in  the  second  story,  is  the  super- 
intendent's general  office,  superintendent's  private  office,  and 
president's  private  office.  On  the  left  of  the  building  is  the 
president's  and  directors'  room,  treasurer's  general  and  pri- 
vate office,  ticket  agent's  office,  and  conductor's  room,  and 
connected  with  these  rooms  are  the  necessary  dressing-rooms. 
On  the  right  of  the  building  is  a  room  for  the  storage  of  sup- 
plies, travellers'  reading-room,  billiard-room,  30  X  50  feet, 
spare  office,  kitchen  and  bakery,  the  latter  being  over  the 
restaurant  and  accessible  therefrom  by  a  private  staircase. 
In  the  third  story,  over  the  front  office,  are  sleeping-rooms  and 
bath-rooms  for  the  president,  superintendent  and  treasurer. 
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The  entire  building  is  finished  in  ash ;  the  walls  and  ceiling 
painted  and  decorated  with  oil  colors,  and  is  heated  by  steam 
furnished  by  four  large  boilers  in  the  basement.  The  train- 
house  is  entered  from  the  main  hall  on  the  first  story  through 
three  arched  doorways.  On  the  right  of  the  entrance  is  the 
depot-master's  room,  and  a  staircase  leading  to  the  gallery  of 
the  head  house.  On  the  left  is  the  outward  baggage-room, 
which  connects  with  the  Columbus-avenue  carriage  entrance. 
About  halfway  down  the  length  of  the  train-house,  and  out- 
side the  building,  is  a  room  for  the  storage  of  inward  bag- 
gage and  a  waiting-room  for  hackmen.  The  roof,  which 
covers  five  tracks,  is  supported  by  arched  iron  trusses  24  feet 
on  centres  and  125  feet  span.  Light  is  furnished  through 
large  windows  in  the  sides  and  glass  in  the  roof.  The  trains 
enter  through  arches  in  the  end  of  the  train-house,  the 
largest  of  which  is  68  feet  span.  The  architects  were 
Messrs.  Peabody  &  Stearns  ;  the  mason,  John  W.  Leighton, 
and  the  carpenters,  Morton  &  Chesley. 

Beethoven  Hall. 

The  hall  is  entered  from  Washington  street,  through  Gib- 
bons place,  a  little  court  which  runs  in  under  the  new  hotel 
built  by  the  late  Gardner  Brewer.  At  the  end  of  the  court 
the  hall  building  shows  a  plain  marble  fagade,  with  a  wide  en- 
trance and  large  windows  in  each  story.  Above  the  door- 
way is  the  name  of  the  hall,  and  at  night  there  is  a  brilliant 
illumination  by  gas  jets  in  the  shape  of  a  star.  The  vesti- 
bule is  large  and  convenient.  The  ticket  office  is  on  the  left 
of  the  entrance.  At  each  side  are  broad  stairways  leading 
to  a  vestibule  above,  where  there  are  corresponding  stairways 
to  the  balconies.  The  vestibules  are  neatly  frescoed  and  are 
finished  in  black  walnut.  The  hall  is  95  feet  long,  65  feet 
wide  and  41  feet  high.  The  stage,  which  is  partly  in  an 
arched  recess,  has  a  front  of  40  feet,  and  is  20  feet  deep. 
There  are  roomy  balconies   on  the  sides  and   rear,   which 
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almost  double  the  seating  capacity.  All  the  wood-work  is 
of  ash,  which  harmonizes  nicely  with  the  cheerful  colors  of 
the  walls  and  ceiling.  The  hall  is  lighted  at  day  by  large 
windows  over  the  rear  balcony  and  through  a  large  circular 
light  of  ground  and  colored  glass  in  the  centre  of  the  ceiling, 
while  at  night  the  hall  is  brightly  lighted  by  four  sun-burn- 
ers and  by  handsome  brackets  on  the  walls.  The  walls  and 
ceiling  are  richly  decorated,  the  colors  blending  and  contrast- 
ing with  good  and  artistic  effect.  The  walls  are  in  buffs  and 
warm  grays.  The  ceiling  is  panelled,  the  groundwork  being 
a  very  light  and  delicate  blue  with  small  white  figures.  The 
stencil-work  is  in  rich  colors,  and  gold  is  used  sparingly  and 
with  good  results.  The  seats  are  of  the  same  comfortable 
style  as  those  in  use  in  Tremont  Temple.  The  seating 
capacity  is  1,526,  —  885  on  the  floor  and  641  in  the  balco- 
nies. The  hall  is  ventilated  by  large  openings  above  the 
sun-burners.  Through  these  openings  the  heated  air  passes 
into  the  large  unfinished  story  above  the  hall  and  out  at  the 
windows.  In  the  rear  of  the  stage,  and  built  out  over  Hay- 
market  place,  are  elegantly  furnished  reception  and  dressing 
rooms.  In  the  first  story,  below  the  hall,  is  a  large  room 
which  is  ordinarily  to  be  used  for  the  storing  of  furniture, 
but,  when  occasion  requires  it,  can  be  cleared  and  used  for  a 
banquet  hall.  A  steam  elevator  connects  this  with  the  story 
above  the  hall. 

The  hall  was  dedicated  October  5. 

Architect,  Win.  Washburn;  builders,  Standish  and 
Woodbury. 

Globe   Theatre. 

Situated  on  Washington  street,  near  Essex  street,  Ward 
5.  The  main  building  measures  94  X  140  feet  in  area,  and  is 
72  feet  high.  The  auditorium  is  70  feet  deep,  73  feet  wide, 
and  60  feet  high.  The  stage  is  60  feet  deep,  and  83  feet 
wide.     The  curtain  opening  is  30  feet  wide  and  42  feet  high. 
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The  main  entrance  is  on  Washington  street,  and  there  are 
side  entrances  on  Essex  street  and  Hay  ward  place.  The 
stage  entrance  is  on  Brimmer  place.  The  house  will  seat 
1,904  spectators.  The  house  was  opened  on  the  evening  of 
December  3. 

Architect,  B.  F.  Dwight ;  mason,  John  "Woodfall ;  car- 
penters, Laming  and  Drisko. 

Hook  and  Ladder  House,  No.  4. 

Situated  on  Dudley  street,  near  Mt.  Pleasant  avenue, 
Ward  14.  The  building  is  of  brick,  with  granite  and  sand- 
stone trimmings.  It  is  two  stories  high,  with  a  pitch  roof. 
The  first  story  is  occupied  by  the  stable,  containing  stalls  for 
four  horses,  a  tool-room,  and  the  hook  and  ladder  carriage 
room.  The  second  story  contains  three  sleeping-rooms,  bath- 
room and  water-closet,  and  a  room  for  the  meetings  of  the 
company. 

Architects,  N.  J.  Bradlee  and  W.  T.  Winslow ;  builders, 
Bray  and  Tarbox,  masons,  and  Frederick  W.  Webster,  car- 
penter. 

• 
Engine  and  Hose  House,  Longwood  Avenue. 

The  building  is  located  at  the  corner  of  Longwood  and 
Brookline  avenues,  Ward  15,  and  has  a  frontage  of  32  feet 
on  the  former,  and  98  feet  on  the  latter.  It  is  two  stories 
high,  of  face-brick,  trimmed  with  Concord  granite  and  Nova 
Scotia  stone,  and  covered  with  a  flat  hipped  roof.  The 
building  contains  accommodations  for  an  engine,  hose  car- 
riage, stabling  for  four  horses  on  first  floor,  and  parlor, 
sleeping  apartments,  bath-room,  and  hay-loft  on  second 
floor,  and  in  the  rear  of  building  proper,  but  included  in  the 
98  feet  frontage  on  Brookline  avenue  is  a  dwelling  complete 
of  seven  rooms.  The  building  contains  all  modern  improve- 
ments, and  is  constructed  in  a  thorough  and  substantial 
manner. 
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The  architect  was  W.  P.  Wentwortk;  the  contractors 
were  Devine  and  Fagin,  masons,  and  A.  S.  Ripley,  carpen- 
ter. 


Engine  House  No.  25. 

This  building  is  located  on  the  lot  of  land  bounded  by 
Washington  square,  Washington  avenue,  Belcher  lane,  and 
Washington  place,  Ward  5,  and  covers  an  area  of  4,175  sq. 
feet.  The  principal  facade  is  on  Washington  square,  and 
has  a  length  of  59  feet,  1  inch. 

The  building  is  of  brick,  three  stories  in  height,  and  is 
covered  with  a  slated  "  hip "  roof,  the  upper  "  flat "  of  the 
same  being  covered  with  copper.  In  the  centre  of  the  prin- 
cipal front  is  a  slight  projection,  which  is  carried  above  the 
main  cornice  line,  and  is  surmounted  by  a  bell  tower  having 
a  pointed  roof  finished  with  an  appropriate  finial.  The 
exterior  walls  are  faced  with  pressed  bricks,  and  trimmed 
with  light-colored  granite. 

The  lower  story  is  13  feet  high,  and  is  divided  into  four 
large  apartments  ;  the  northerly  one  being  occupied  by  Hook 
and  Ladder  No.  8,  the  southerly  one  by  Engine  No.  25. 
The  fourth  apartment  is  in  the  rear  of  these,  and  is  used  as 
a  stable. 

The  second  and  third  stories  are  used  as  dormitories,  and 
are  fitted  with  all  the  conveniences  of  a  first-class  engine 
house.  In  the  rear  of  the  dormitories  is  the  hay-loft,  ex- 
tending: the  height  of  the  two  stories.  The  second  and  third 
stories  are  11  feet,  6  inches,  and  10  feet  high  respectively. 
The  inside  finish  throughout  is  of  selected  white  pine. 

There  is  a  basement  story  under  the  whole  building  9  feet 
high. 

The  architect  was  Samuel  J.  F.  Thayer;  contractor  for 
mason's  work,  B.  F.  Dewing ;  contractor  for  carpenter's 
work,  Henry  J.  Bartlett. 
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Police  Station  House  No.  12. 

Situated  on  Fourth  street,  Ward  12,  having  a  frontage  of 
40  feet,  and  a  depth  of  80  feet.  The  building  is  built  of 
brick,  with  granite  trimmings,  and  is  two  stories  high,  with 
basement  and  Mansard  roof.  The  basement  contains  12 
cells,  each  6x8  feet,  smoking-room,  room  for  drying  clothes,, 
and  boiler-room.  The  first  story  contains  the  general  office, 
13  x  19  feet,  captain's  private  office,  13  X  19  feet,  property 
room,  kitchen  and  guard-room,  29  X  35  feet,  together  with 
the  usual  closets,  bath  room,  water  closets,  etc.  The  sec- 
ond story  contains  thirteen  sleeping-rooms.  The  roof  story 
contains  a  drill-hall  and  gymnasium,  35  x  39  feet,  and  addi- 
tional sleeping-rooms.  The  ventilation  of  the  building  is 
superior,  the  foul  air  from  the  cells  being  conducted  through 
large  brick  flues  to  the  roof,  thence  through  air-tight  venti- 
lators to  the  cupola,  and  thence  outside.  The  interior  of  the 
building  is  finished  in  pine,  grained  in  imitation  of  oak. 
The  building  is  heated  by  steam,  and  is  furnished  with  all 
the  modern  conveniences. 

Architect,  Alden  Frink ;  mason,  William  Say  ward  ;  car- 
penters, Holbrook  and  Harlow. 

Police  Station  House  No.  11. 

Situated  on  the  corner  of  Arcadia  and  Adams  streets , 
Ward  16,  having  a  frontage  of  96  feet  6  inches  on  Arcadia 
street,  and  49  feet  10  inches  on  Adams  street,  and  containing 
accommodations  for  Police  Station  No.  11,  the  Municipal 
Court  for  the  Dorchester  District,  and  the  Dorchester  branch 
of  the  Public  Library. 

The  building  is  built  of  brick,  with  Nova  Scotia  stone 
trimmings.  It  is  two  stories  high,  with  basement  and  pitch 
roof.  The  basement  contains  the  cells  and  a  fire-procf 
boiler-room.  The  first  story  contains  the  usual  offices  and 
guardroom,  and  the  court  room.     The  sleeping-rooms  and 
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library  are  in  the  second  story.  The  drill-room  is  in  the 
attic.  The  building  is  heated  by  steam,  and  supplied  with 
all  the  modern  conveniences. 

Architect,  George  Ropes ;  masons,  Lynch  Brothers  ;  car- 
penters, John  Eawson. 

Conclusion. 

At  the  beginning  of  the  year,  the  operations  of  the 
building  law  were  extended  to  include  the  newly  annexed 
territory,  comprising  the  West  Roxbury,  Brighton  and 
Charlestown  districts.  To  provide  for  the  proper  supervis- 
ion of  these  districts,  I  asked  for  authority  to  appoint  three 
additional  Assistant  Inspectors,  and  received  authority  to 
appoint  two.  The  positions  were  filled  by  the  appointment 
of  John  D.  Kendall  for  the  West  Roxbury  and  Brighton 
districts,  and  George  W.  Griffin  for  the  Charlestown  district. 
They  have  both  proved  to  be  efficient  officers. 

I  beg  to  suggest  that  some  provision  be  made  for  the  bet- 
ter enforcement  of  the  statute  relating  to  the  grade  of  cellar 
bottoms.  This  department  is  required  to  report  all  cases  of 
violation  to  the  Board  of  Aldermen,  but  has  no  power  to 
enforce  the  law,  nor  is  there  any  one  empowered  to  see  that 
the  orders  of  the  Board  of  Aldermen  are  executed.  One  of 
the  objects  of  the  building  law  is  to  provide  for  the  gradual 
removal  of  wooden  buildings  from  within  the  building 
limits.  It  therefore  prohibits  the  erection  of  any  new 
buildings  (except  for  certain  purposes) ,  but  places  no  limit 
to  the  amount  of  repairs  which  may  be  made  upon  an  old 
building,  without  making  it  virtually  a  new  one.  It  is  very 
difficult  sometimes  to  decide  upon  applications  for  permits  to 
repair,  especially  in  cases  of  buildings  damaged  by  fire,  and 
in  my  opinion  a  provision,  like  that  in  force  in  other  cities, 
specifying  the  amount  of  repairs  which  may  be  made  upon  a 
wooden  building,  would  be  advantageous. 
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